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with 40 CFR part 403 and achieve the 
following pretreatment standards for 
new sources (PSNS): The limitations 
are the same as the new source per-
formance standards specified in 
§ 415.165. 

Subpart Q—Sodium Dichromate 
and Sodium Sulfate Produc-
tion Subcategory 

§ 415.170 Applicability; description of 
the sodium dichromate and sodium 
sulfate production subcategory. 

The provisions of this subpart are ap-
plicable to discharges resulting from 
the production of sodium dichromate 
and by-product sodium sulfate. 

§ 415.171 Specialized definitions. 
For the purpose of this subpart: 
(a) Except as provided below, the gen-

eral definitions, abbreviations and 
methods of analysis set forth in 40 CFR 
part 401 shall apply to this subpart. 

(b) The term product shall mean so-
dium dichromate. 

(c) The term Cr(T) shall mean total 
chromium. 

(d) The term Cr(+6) shall mean 
hexavalent chromium. 

§ 415.172 Effluent limitations guide-
lines representing the degree of ef-
fluent reduction attainable by the 
application of the best practicable 
control technology currently avail-
able (BPT). 

Except as provided in 40 CFR 125.30 
through 125.32, any existing point 
source subject to this subpart must 
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best practicable control 
technology currently available (BPT): 

SUBPART Q—SODIUM DICHROMATE 

Pollutant or pollutant property 

BPT limitations 

Maximum for 
any 1 day 

Average of 
daily values 
for 30 con-

secutive days 

Kg/kkg (or pounds per 1,000 
lb) of product 

TSS ........................................ 0 .44 0 .22 
Hexavalent Chromium ........... 0 .00090 0 .00050 
Chromium (T) ........................ 0 .0088 0 .0044 
Nickel (T) ............................... 0 .0068 0 .0034 

SUBPART Q—SODIUM DICHROMATE—Continued 

Pollutant or pollutant property 

BPT limitations 

Maximum for 
any 1 day 

Average of 
daily values 
for 30 con-

secutive days 

pH .......................................... (1) (1) 

1 Within the range 6.0 to 9.0. 

§ 415.173 Effluent limitations guide-
lines representing the degree of ef-
fluent reduction attainable by the 
application of the best available 
technology economically achievable 
(BAT). 

Except as provided in 40 CFR 125.30 
through 125.32, any existing point 
source subject to this subpart must 
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best available technology 
economically achievable (BAT): The 
limitations for Chromium (T), 
Hexavalent Chromium, and Nickel (T) 
are the same as specified in § 415.172. 

§ 415.174 [Reserved] 

§ 415.175 New source performance 
standards (NSPS). 

Any new source subject to this sub-
part must achieve the following new 
source performance standards (NSPS): 
The limitations are the same as speci-
fied in § 415.172. 

§ 415.176 Pretreatment standards for 
new sources (PSNS). 

Except as provided in 40 CFR 403.7, 
any new source subject to this subpart 
which introduces pollutants into a pub-
licly owned treatment works must 
comply with 40 CFR part 403 and 
achieve the following Pretreatment 
Standards for New Sources (PSNS): 

SUBPART Q—SODIUM DICHROMATE 

Pollutant or pollutant property 

PSNS effluent limita-
tions 

Maximum 
for any 1 

day 

Average of 
daily val-
ues for 30 
consecu-
tive days 

Milligrams per liter 

Chromium (T) ................................ 1 .0 0 .50 
Hexavalent Chromium ................... 0 .11 0 .060 
Nickel (T) ....................................... 0 .80 0 .40 
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